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Architectural/Engineering Approval

The information contained in this document is subject to change without notice.
Please contact Zurn for most up to date information.

Architectural/Engineering Specification:
Zurn E-Z Flush® Retrofit Kits are reliable and easily 
installed sensor retrofit kits for converting manual flush 
valves to hands-free operation.  Ideal for commercial 
applications where converting to hands-free flush 
operation is desired. Installation is completed by simply 
removing existing handle and installing the side mounted 
sensor retrofit kit.  Unit is sensor operated with battery 
powered and includes electronic manual override button.
Product Features:
• Infrared Sensor 
• User in-view L.E.D
• Low battery indicator light
• Optional 24 hour auto-flush setting
• 3 second delay flush
• Override Button
• 6 VDC Motor Actuator
• 4 “C” size batteries (Included)
• Included tools 

    Wrench for installation 
    Hex wrench for battery compartment

• ADA Compliant
Compliance and Certification: -CB Cambridge Brass Retrofit

-GM  Sloan/Gem Retrofit
-HMK Highmount Adapter
-LY Delaney Valve Retrofit
-MC Metroflush/Crown Valve Retrofit
-____ Other

Accessories:

Rough in Dimensions/ Overview Dimensions:

-CPM Chrome-Plated Metal Cover
-CCP  Chrome-Plated Plastic Cover

Front Cover Options (Choose One):
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